
 
 

IMPULSE LITHIUM DUAL BANK CHARGER  
 
 
 
 
 
 
 
 
 
 
 
 
 

 
STATUS LIGHTS  
 

• RED – CHARGING  
• GREEN – FULLY CHARGED  

 
MODE BUTTON  
 

• 12 BANK – Short Press to toggle to appropriate battery type. 
(fuse MUST be removed on 12v bank with charger plugged in)  

• 12v / 36v Banks – Force Charge Function – Press and hold 
MODE button for 5-6 Sec. to activate repair mode 

 
WARNING: 
 
FAILURE TO FOLLOW INSTRUCTIONS COULD RESULT IN DAMAGE TO 
THE CHARGER OR BATTERY, PLEASE READ PRIOR TO OPERATION  
 
 

IMPORTANT SAFETY INSTRUCTIONS  
 

1. DO NOT submerge charger in water 
2. DO NOT Plug in outlet if wet 
3. DO NOT operate charger with damaged cord or plug end  
4. DO NOT Attempt to Disassemble the Charger  
5. DO NOT use charger for Dry Cell Batteries  
6. DO NOT Charge Damaged Batteries  
7. DO NOT Cross Connect Terminals   

 
MOUNTING CHARGER 
 

• Mount Charger in Secure location using connection points 
provided 

 
PREPARING TO CHARGE 
 

1. Install charging leads connecting Negative First  
2. Make sure ALL Connections are tight  
3. On the 12v Bank, With charger plugged in, remove fuse, toggle 

to correct battery type, reinstall fuse 
 
TECHNICAL SPECS:  
 

• RATED INPUT  - AC 105-125v, 60Hz  
• CHARGING VOLTAGE – 14.4v / 43.8v 
• CHARAGE CURRETN  - 10a PER BANK  
• BATTERY TYPE – 12v (Lead/AGM/Li) / 36v Li Only  
• Operating Temp -  14* to 104* 

 
 
 
 
 
 

 


