
 
 

         
 
 

 IMPULSE LITHIUM DC-DC CHARGER 
  16v-24v-36v  

 
 
 
 
 
 
 
 
 
 
 
 
 

 
STATUS LIGHTS  

 
• RED FLASH – CHARGING 
• SOLID GREEN – FULLY CHARGED  

 
WARNING: 

 
FAILURE TO FOLLOW INSTRUCTIONS COULD RESULT IN DAMAGE TO 
THE CHARGER OR BATTERY, PLEASE READ PRIOR TO OPERATION  

 
CHARGER MUST BE MOUNTED IN OPEN AIR WITH GOOD AIR 
CIRCULATION 
 
DO NOT COVER CHARGER – The charger can get hot, covering the 
charger could result in damage to the charger, excessive heat or even 
the risk of fire!  

 
 
 

 
 
 
 
 

IMPORTANT SAFETY INSTRUCTIONS  
 

1. DO NOT Submerge charger in water 
2. DO NOT Operate charger with damaged wires 
3. DO NOT Attempt to Disassemble the Charger  
4. DO NOT Use charger for Dry Cell Batteries  
5. DO NOT Charge Damaged Batteries  
6. DO NOT COVER CHARGER 
7. DO NOT Lengthen Input Wires (Red/Black)  
8. DO NOT Remove Fuse  

 
MOUNTING CHARGER 

 
• Mount Charger in Secure location using connection points 

provided 
• This Charging unit is Waterproof, however DO NOT Mount charger 

with wires facing up 
 

PREPARING TO CHARGE 
 

1. Connect Output charging leads (Yellow/Black) connecting Negative 
First 

2. Connect Start Battery, Input Leads (Red/Blk) Connecting Ground 
First  

3. Make sure Connections are tight 
4. The 36v DC Charges has a Selection Switch for the INPUT or 

STARTING Battery Type – Default setting is Lead/AGM, if using a 
Lithium Starting Battery Press Button in 

 
TECHNICAL SPECS:  

 
• RATED INPUT – DC 12.5v-16v 
• CHARGING VOLTAGE – 17.9v/29.2v/43.8v 
• CHARAGE CURRENT – 10A 
• BATTERY TYPE – LiFePO4 Only  
• WATERPROOF RATING - IP68 
• OPEREATING TEMP -  -31 to 140 Deg. F 

 


