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Impuise Lithium
36V 105AH Battery

User Manual

BATTERY MUST BE REGISTERED
WITHIN 30 DAYS FOR WARRANTY COVERAGE

https://impulselithium.com/battery-reqistration/
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Model Included:

- 36V105Ah LiFeP04 Battery with Bluetooth

Data sheet

36105BT

Electrical Nominal Voltage 36V
Specifications
Nominal Capacity ‘ 105Ah
Parallel Connection Max. 6units
Serial Connection ‘ No
BMS 12S100A
Bluetooth ‘ Android/IOS
Heat No
Circuit Protection ‘ Over charge, Over discharge, Over current, Over temp, Short, Balance,Low temp
Cycle Life 3000times Cycles @100%DOD and 6000times @80% DOD
Self Discharge ‘ Less than 3% per month
Charge Efficiency 100% @0.2C

Discharge Efficiency 98-100% @1C

Charge Charge Voltage 43.2+0.6V
Specifications

Standard Current 20A

Fast Current 50A
Discharge Standard Current ‘ 20A
Specifications

Max. Con. Current 100A

Cut-off Voltage | 30V
Mechanical Dimensions (mm) 366.4 x 216.4 x 261Tmm
Specifications

Approx Weight(KG) 30

Terminal Type M8

Case Color/material Black Plastic case (ABS)

IP Rating IP67

Cell Type ‘ Prismatic LiFePO4 cell

Cell holder Yes
Temperature Charge Temp 0°C to 55°C (32°F to 131°F)
Specifications

Discharge Temp -20°C to 60°C (-4°F to 140°F)

Storage Temp -5°C to 45°C (23°F to 113°F)
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Key Points for Quality control: Certifications:

s Cell match: s UL1642 (Cell) s CE (Pack)
More str

Interr

ct cell matching standard, the difference of s |EC62133 (Cell) s UN38.3 (Cell / Pack)

nal resistance is Tm() and voltage is 5mV.
) ) s |EC62619 (Cell) = ROHS (Cell)

® Automatic cells welding:
Cells are assembled by Automatic welding equip
ments to ensure the quality reliability and consistency.

® 100% Cycle test:

All battery packs are 100% cycle tested (Fully Dis

45001
charged—Fully Charged—>Fully Discharged—>60%
Charged) before package and all test reports are
stored.
® Unique tracking number:
All battery packs are lasered an unique number
on the case side for quality tracking
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INTERNAL FIRE SUPPRESSION

Integrated Aerosol Fire Suppression System

Our integrated aerosol fire suppression system is a
compact, heat-activated safety solution designed to stop a

fire at its source — automatically and within seconds.

When extreme heat is detected, the system activates and
releases a rapid-deploying aerosol that chemically

interrupts combustion before it can spread.

Active Suppression Gases Released
e Strontium vapor

® Potassium vapor

What It Does

e |Instantly disrupts the flame’s chemical chain reaction
o Neutralizes active combustion radicals (H, O, OH)

e Rapidly suppresses fire without stored pressure

e Activates automatically when exposed to high heat

® |eaves no pressurized cylinder or piping required

Fast. Automatic. Chemically effective.

Built for advanced protection where it matters most.
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BATTERY INSTALLATION

¢ Unpack Battery and check for any Shipping damage

e Review Owners Responsibility Prior to Installation

¢ Install the Battery Hold down Tray in desired Location

o Battery and Chargers need to be in well-ventilated location

e Place Battery in Tray and Secure with Strap

e Connect Leads to battery terminals connecting the (-) NEG First

e Connect Display Gauge (36v-105Ah)

e Turn Battery on Using Switch

e Once Battery is Turned on, the On/Off Function can be controlled in the Impulse
Lithium “Advanced BMS” APP

e Gauge Cable to be plugged in Port Noted “Gauge”

e CAN Port will be Unused at this time

WARRANTY AND RETURNS

https://impulselithium.com/terms-of-sale-warranty

OWNERS RESPONIBILITY

https://impulselithium.com/owner-responsibility
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SAFETY & PRECAUTIONS:

e All Impulse Lithium Batteries are Waterproof rated and constructed for harsh conditions,
Fresh and Saltwater

e Do not reverse Positive and Negative Terminal Connections (Reverse Polarity), this
could result in Short Circuiting/Damage

e Do not disassemble, crush, or puncture the battery.

e Do not intentionally heat a battery or dispose of a battery in fire or water.

e Do not expose a battery directly to temperatures above (140°F).

o Keep the battery away from children.

e Do not use a battery if the temperature is (>130°F), smells, has a deformation, or other
abnormalities while discharging, charging, or during storage.

e Do not expose battery to flammable and explosive materials during charging or storage.

e Avoid exposing the battery to excessive shock or vibration.

® If a battery pack has leaking fluids, avoid touching the fluids. Dispose of a leaking

battery pack.

In case of eye contact with fluid, do not rub your eyes. Immediately flush eyes

thoroughly with water for at least 15 minutes. Seek medical attention.

e Toxic Vapor: If you notice or smell a hazardous gas, take protective measures (such as
covering the nose and mouth with a wet towel) to prevent inhalation of fumes. As smoke
and other harmful gases may cause damage to the respiratory system, seek medical
treatment in severe cases.

e Do NOT power on electronics or discharge the battery if battery has been dropped,
punctured or there is visual evidence of damage.

e DO NOT operate electronics or batteries if poor wire connections and corroded
terminals are present.

e Evidence of tampering with or disassembly the battery will void the Warranty in its
entirety.

Vi



