CUSTOMER MUST
REGISTER BATTERY WITHIN 30 DAYS FOR
WARRANTY COVERAGE

https://impulselithium.com/battery-registration/
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ELECTRIC FISHING REEL BATTERY MANUAL

IN THE BOX

Li-lon Electric Reel Battery
Reel Adapter Cable

2A Charger, 120v AC
Neoprene Cover

Dielectric Grease

INSTRUCTIONS FOR USE

1 BEFORE USE - Charge the Electric Reel Battery, RED light indicates charging, GREEN light indicated
fully charged.

2 Install the Protective Neoprene Cover on the battery and attach to Fishing Rod using Velcro Straps,
Coat Connections with Dielectric Grease then Install power cable and tighten connection nuts (finger
tight).

3 Remove Battery Connection cable prior to removing battery from Rod

4 Store Battery in a cool and dry area after use



Electrical
Specifications

14.8V 5 Ah 14.8 V10 Ah
Nominal Voltage 14.8V 14.8V
Nominal Capacity 5Ah 10 Ah
Internal Resistance <60mQ <60mQ

Circuit Protection

Over charge, Over discharge, Over current,
Over temp, Short-circuit

Cycle Life 2500 cycles at 0.5C charge & 1C discharge
Charge Voltage 16.8 VDC 16.8V DC
Charge
Specifi cgati oris Charge Current 1A 1A
Max Charge Current 2A 2A
Continuous Discharge 5A 10A
Discharge Max Discharge Current 10A 25A
Specifications Estinzted Runtiie Varies by reel, load Varies by reel, load
and usage and usage
Cut-off Voltage 1MV 11V
Dimensions (mm) 50x50x 120 mm 51x51x190 mm
Approx Weight (kg) 0.40 0.85
Mechanical Case Color / Material Black Plastic Case (ABS)
ecifications
SR Enclosure Water Resistant - DO NOT SUBMERGE
Cell Type Li-ion
. Battery + Charger + Battery Cover
Kits Battery + Charger + Battery Cover A C il
Charge Temp 0°C to 45°C (32°F to 113°F)
Temperature ,
o 48 Discharge Temp -20°C to 60°C (-4°F to 140°F)
Specifications
Storage Temp -5°C to 45°C (23°F to 113°F)
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TROUBLESHOOTING

PROBLEM POSSIBLE SOLUTION
The battery will warm during charging and discharging, this is
BATTERY normal
HEAT If Battery temperature it too hot to touch, stop charging or
using immediately and contact Impulse Lithium (205)882-1922
Please confirm again whether the connection of the power
NOT plug/AC power cord is reliable and correct. If it still cannot
CHARGING work properly, please contact us.
Make sure battery is FULLY Charged
BATTERY DOES

NOT FUNCTION

During Low Battery Life, voltage drops could turn battery off

BATTERY DOES
NOT RUN AS

If running at high load, temp protection could trip. Cool and
restart use

LONG AS
PREVIOUS USAGE

The Battery has reached End of Service Life — Replace with
new unit

THE POWER
LEVEL CANNOT

If the battery does not respond, please charge FULLY

BE DISPLAYED

If the power display is still not working contact us directly.

Battery Care **REQUIRED** Before Use

Proper care and maintenance are required to protect the battery, connectors, cables and electrical system from

moisture, saltwater corrosion and damage.

IMPORTANT - Apply a thin coating of dielectric grease to the battery connector before use, especially when
fishing in saltwater. Dielectric grease helps protect the connector from moisture, salt, and corrosion.

Make sure all connectors, caps, seals, and covers are properly secured before exposing the battery to spray or

wet conditions.

After Saltwater Use

After fishing in saltwater:

1. Disconnect the battery from the reel.
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Inspect the battery, cable, and connectors for damage or corrosion.
Wipe away salt and moisture from the exterior.
Allow the battery and connectors to dry completely before storage or charging.

Re-apply dielectric grease to the connector as needed.




IMPORTANT BATTERY SAFETY
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**NEVER INTENTINALLY SUBMERGE** this battery is not designed to be submerged

The protective battery enclosure is designed to help prevent water intrusion

Do not use or charge a battery that has been damaged, crushed, punctured, excessively dropped,
swollen, unusually hot, or shows signs of internal water intrusion or significant corrosion.

NEVER charge a battery that you suspect has been flooded or has water inside the enclosure.

If the battery becomes unusually hot, emits an unusual odor, begins smoking, hissing, swelling, or
otherwise behaves abnormally, immediately discontinue use and move away from the battery if it is
safe to do so.

Charging & Storage

Use only the charger specified for the battery.

Charge the battery in a dry, well-ventilated location away from combustible materials. Do not charge the
battery while it is wet or immediately after significant saltwater exposure.

Store the battery in a cool, dry location away from excessive heat, direct sunlight, and combustible
materials.

Keep reel battery sealed.

Keep the connectors protected.

Keep it dry when charging.

Proper marine battery care helps prevent corrosion, protects electrical connections, and extends the
service life of your electric reel battery.

Neoprene Battery Cover

The neoprene cover is designed to help secure and protect the battery during fishing. The neoprene cover is
not waterproof and should not be relied upon as the battery’s primary protection against water intrusion.

If the cover becomes saturated with saltwater, remove it after use and allow both the cover and battery exterior
to dry thoroughly before storage

Warranty

Impulse Lithium Covers all Electric Reel batteries for a total of (1) Year Within this period the battery will
be replaced free of charge.
1. Improper Use, short circuiting, submersion, operator negligence will void the warranty in its
entirety.
2. Visit https://impulselithium.com/warranty/ for more details regarding Warranty, Returns Liability
Limitations and Disclaimers and the Owners Responsibility Section for proper care of your
batteries https://impulselithium.com/owner-responsibility/

www.impulselithium.com
205-882-1922




